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				Soft wired or Hard wired.

Compatible with OE Elsafe power rails, in-desk

boxes, floor boxes & cable management systems.

The QikFIT modular power series has been designed to fit OE Elsafe floor boxes, table boxes, power rails, and industry standard cutouts.  QikFIT power, data and AV modules will also simply click into OE Elsafe’s PRODIGY cable basket for fast installation.  QikFIT can also be fitted directly into screens up to 3mm thick or when using a Thick Panel Frame can be installed into panels from 3mm to 14mm thick.

QikFIT sockets are auto-switched for a clean look and efficient operation. The multi directional sockets on the 4 gang QikFIT allow for an array of chargers and plug packs to be used simultaneously. The QikFIT series comes with either soft wired installation couplers, allowing for quick and easy change and CHURN or a hard wired option which incorporates a cable with the OE Elsafe J-Coupler on the end.  The J-Coupler allows for power to pass through powering the QikFIT.

Stylish slim and sleek QikFIT will complement any workspace or office environment.

See below for correct installation method when connecting a QikFIT power module to a GST Coupler.  The locking clip must “click” to be fully engaged and safe to use.


			

				
				
				
				
				
				
					
					
				

				
			

			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				QikFIT 2GPO TUF
2 GPOs + TUF Charging
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				Features

	Many of the OE Elsafe power rails, table boxes, floor and ceiling boxes have been designed to accommodate the QikFIT Series range of power data/AV modules.
	All of the sockets are rated at 10A 250V.
	20A GST connectors suit Wieland GST cabling which is low profile and re-wireable.
	Soft wired QikFIT comes with GST male and female connectors allowing for multiple QikFITs to be daisy chained.
	Hardwired QikFIT is supplied with a sturdy 20A cable with an Elsafe J-Coupler, allowing for power to pass through the J-Coupler and feed the QikFIT.
	The four gang QikFIT incorporates multi directional sockets to allow for an array of chargers and plug packs.
	The QikFIT range will fit industry standard cut outs.
	The QikFIT two gang can accommodate round earth for U.P.S., dedicated power (with red faceplates).
	The QikFIT can be ordered in four colours (black, white, grey and red) to suit your specific needs.
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Qikfit Series Approval No. NSW 23497. The GST connectors incorporated into the QIKFIT are compliant to standards IEC 61535 and AS/NZS 61535.

Dimensions
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				QikFIT Power

Available in white, black, grey and red fascia’s with white or black leads/J couplers.

	[image: ]	
1 GPO – Flat Earth

MF – Male and female connectors
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2 GPO – Flat Earth

MF – Male and female connectors

HW800 – 800mm lead to J Coupler

HW1400 – 1400mm lead to J Coupler with female connector
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4 GPO – Flat Earth

MF – Male and female connectors

HW800 – 800mm lead to J Coupler

HW1400 – 1400mm lead to J Coupler with female connector
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2 GPO – Round Earth (red only)

MF – Male and female connectors

HW800 – 800mm lead to J Coupler

HW1400 – 1400mm lead to J Coupler with female connector
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4 GPO – Round Earth (red only)

MF – Male and female connectors

HW800 – 800mm lead to J Coupler

HW1400 – 1400mm lead to J Coupler with female connector




			

				
				
				
				
				Thick Panel Frame

Thick Panel Frame datasheet – click to download

The QikFIT Thick Panel Frame has been designed to accommodate the Elsafe QikFIT Series in a screen or other surface from 3mm to 14mm thick. The sleek and easy to install frame comes in white, black or grey in a QF45 size only. This is a brilliant cost effective mounting method that can be installed in a range of different configurations.

 

Technical

The Thick Panel Frame comprises of three parts:

-Frame which is made from Polycarbonate

-Two frame clips which are made from a Nylon 6/6 to allow

the clip to spring as required. The clips are able to be adjusted for height variations in panels 3 – 10mm and panels 6 – 14mm thick.
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Cutout
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Mounting of QikFIT Thick Panel Frame:

The QikFIT panel comes with three moulded posts for stability. For installation of data (up to 9 x QF5 tiles), do not remove the posts. For Power, data and AV mixed configurations, remove posts as per the guide below.

[image: ] [image: ]

For all data / AV (up to 9), leave all posts.                                   For 2GPO plus data / AV, remove 1 (left) posts.
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For 2GPOTUF in central mount, remove all posts.                      For 4GPO, remove all posts
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				Click HERE for the correct method when connecting a QikFIT power module to a GST Coupler.  The locking clip must “click” to be fully engaged and safe to use.

Cutout Dimensions

	Product	Dim A (mm)	Dim B (mm)	Panel Thickness (mm)
	QikFIT 1 GPO	86.5	41.5	3.0
	QikFIT 2 GPO	130.5	41.5	3.0
	QikFIT 4 GPO	230.5	41.5	3.0
	QikFIT Data Plate	130.5	41.5	3.0
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				QIKFIT datasheet – click to download
Thick Panel Frame datasheet – click to download




			

				
				
				
				
					Part No.	Description	Colour
	QIKFIT 1 GPO Auto Switched
	152393	QIKFIT 1 GPO auto switched power outlet	BLACK
	152394	QIKFIT 1 GPO auto switched power outlet	WHITE
	QIKFIT 2 GPO Auto Switched
	152100	QIKFIT 2 GPO auto switched power outlet	BLACK
	152104	QIKFIT 2 GPO auto switched power outlet	WHITE
	152103	QIKFIT 2 GPO auto switched power outlet	GREY
	152102	QIKFIT 2 GPO auto switched power outlet	RED
	152105	QIKFIT 2 GPO auto switched power outlet round earth	RED
	QIKFIT 4 GPO Auto Switched
	152050	QIKFIT 4 GPO auto switched power outlet	BLACK
	152054	QIKFIT 4 GPO auto switched power outlet	WHITE
	152053	QIKFIT 4 GPO auto switched power outlet	GREY
	152052	QIKFIT 4 GPO auto switched power outlet	RED
	150667	QIKFIT 4 GPO auto switched power outlet round earth	RED
	QIKFIT 2 GPO Auto Switched with 800mm Lead
	152007	QIKFIT 2 GPO auto switched power outlet with 800mm Lead and J Coupler	BLACK
	152006	QIKFIT 2 GPO auto switched power outlet with 800mm Lead and J Coupler	WHITE
	152008	QIKFIT 2 GPO auto switched power outlet with 800mm Lead and J Coupler	GREY
	152009	QIKFIT 2 GPO auto switched power outlet with 800mm Lead and J Coupler	RED
	152010	QIKFIT 2 GPO auto switched power outlet with 800mm Lead and J Coupler round earth	RED
	QIKFIT 4 GPO Auto Switched with 800mm Lead
	152011	QIKFIT 4 GPO auto switched power outlet with 800mm Lead and J Coupler	BLACK
	152012	QIKFIT 4 GPO auto switched power outlet with 800mm Lead and J Coupler	WHITE
	152013	QIKFIT 4 GPO auto switched power outlet with 800mm Lead and J Coupler	GREY
	152014	QIKFIT 4 GPO auto switched power outlet with 800mm Lead and J Coupler	RED
	152015	QIKFIT 4 GPO auto switched power outlet with 800mm Lead and J Coupler round earth	RED
	QIKFIT 2 GPO Auto Switched with 1400mm Lead
	152281	QIKFIT 2 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	BLACK
	152280	QIKFIT 2 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	WHITE
	152206	QIKFIT 2 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	GREY
	152433	QIKFIT 2 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	RED
	152434	QIKFIT 2 GPO auto switched power outlet with 1400mm Lead and J Coupler round earth & Female Output	RED
	QIKFIT 4 GPO Auto Switched with 1400mm Lead
	152283	QIKFIT 4 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	BLACK
	152282	QIKFIT 4 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	WHITE
	152099	QIKFIT 4 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	GREY
	152431	QIKFIT 4 GPO auto switched power outlet with 1400mm Lead and J Coupler & Female Output	RED
	152432	QIKFIT 4 GPO auto switched power outlet with 1400mm Lead and J Coupler round earth & Female Output	RED
	Mounting Options
	161609	QIKFIT Thick Panel Frame (without Qikfit)	WHITE
	161610	QIKFIT Thick Panel Frame (without Qikfit)	BLACK
	161611	QIKFIT Thick Panel Frame (without Qikfit)	GREY
	295317	Multi Surface Mounting Clips – for use with Qikfit Series.	WHITE
	215504	Underdesk 90 Degree QF45 Mounting Bracket for Qikfit Series – Bracket only	WHITE
	129643	Underdesk QF45 Mounting Panel with 3 DATA AUNZ Cutouts – Bracket only	WHITE



			

				
				
				
				
				For assistance and pricing please call 1300 ELSAFE (357 233) or email your request to sales@oeelsafe.com.au


			

				

			

				
				
				
				
				This item is designed and intended for commercial use.
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	OE Elsafe is a proud steward of:
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Contact
✉ sales@oeelsafe.com.au

☏ 1300 ELSAFE (357 233)

☏ +61 2 9454 7500



	Sydney - Head Office

	Unit 2 / 11-17 Wilmette Place,

	Mona Vale, NSW, 2103



	Brisbane – Sales Office

	The Bower, Suite 3.27 

	433 Logan Road, 

 Stones Corner, QLD, 4170 



	Melbourne – Sales Office

	25/574 Plummer St,

	Port Melbourne, VIC, 3207
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